
Barrel plugs for indoor use with a visual character. They are ideally used as a cover for pre-prepared holes.

Material: LDPE
Color: natural

It is possible that the required quantity will not be in stock. In this case, we will contact you.

Selected variant

Product name Barrel plugs Type 3, LDPE, natural

Product code 8774

Height H (mm) 8

Diameter D (mm) 22

Diameter d (mm) 17,1

Variants

Product name Product code QTY Height H (mm) Diameter D (mm) Diameter d (mm)

Barrel plugs Type 3, LDPE, natural 08028 2777 5,5 20 13,7

Barrel plugs Type 3, LDPE, natural 08764 -2000 4,5 14 7,4

Barrel plugs Type 3, LDPE, natural 08105 1300 5,5 20 14,3

Bridge handle with internal thread
closed, PA+GF

08765 0 5 14 8,4

Barrel plugs Type 3, LDPE, natural 08766 0 4,5 14 9

Barrel plug Type 3 d = 11.7mm
natural LDPE

08768 0 6,5 16 11,7

Barrel plugs Type 3, LDPE, natural 08769 3700 6,5 16 12,3

Barrel plugs Type 3, LDPE, natural 08772 0 8 20 15,6

Barrel plugs Type 3, LDPE, natural 08773 2114 5,5 22 16,5

Barrel plugs Type 3, LDPE, natural 08774 0 8 22 17,1

Barrel plugs Type 3, LDPE, natural 08775 2448 8 25 18,4

Barrel plugs Type 3, LDPE, natural 08776 0 8 25 20,7

Barrel plugs Type 3, LDPE, natural
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Product name Product code QTY Height H (mm) Diameter D (mm) Diameter d (mm)

Zátky súdkové Typ 3, LDPE,
prírodná

08778 0 8 25 21,7

Barrel plugs Type 3, LDPE, natural 08777 0 7,5 25 21,2

Barrel Plugs Type 3, LDPE, Natural 08780 0 8,5 28 23,6

Zátky súdkové Typ 3, LDPE,
prírodná

08781 0 9 28 24,7

Barrel plugs Type 3, LDPE, natural 08782 0 7,5 28 25,5

Zátky súdkové Typ 3, LDPE,
prírodná

08783 0 12 36 29

Barrel plugs Type 3, LDPE, natural 08784 0 11 36 31

Barrel Plugs Type 3, LDPE, Natural 08785 1 10 36 31,8

Barrel plugs Type 3, LDPE, natural 08786 0 12 36 33,5

Barrel plugs Type 3, LDPE, natural 08787 0 15 42 36,5

Barrel plugs Type 3, LDPE, natural 08788 0 10 42 38,4

Barrel plugs Type 3, LDPE, natural 08789 0 15 42 39

Barrel plugs Type 3, LDPE, natural 08790 0 15 42 40

Barrel plugs Type 3, LDPE, natural 08791 0 17 55 46,5

Barrel plugs Type 3, LDPE, natural 08792 0 12 55 48,5

Barrel plugs Type 3, LDPE, natural 08793 0 17,5 55 51,5

Barrel plugs Type 3, LDPE, natural 08794 0 18 63 55

Barrel caps Type 3, LDPE, natural 08795 0 18 63 58

Zátky súdkové Typ 3, LDPE,
prírodná

08796 395 17 70 65

Barrel plugs Type 3, LDPE, natural 08797 0 18 83 78

Barrel plugs Type 3, LDPE, natural 08798 0 18 91 86

Barrel plugs Type 3, LDPE, natural
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