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Hose clip W1 galvanized

Galvanized hose clamps are the best-selling clamps designed for hoses with a pressure of up to 25 bar. The clamps are
suitable for non-corrosive environments.
For assembly, you can use a hexagon for screws or a regular flat or Phillips screwdriver.

e Material: galvanized steel
e Clamp breaking torque: 5.5 Nm from diameter 20-32

Zvolena varianta

Nazev produktu Hadicova spona, W1, Sitka 9 mm, 110-130
Koéd 0
S 9

110-130

Varianty produktu

12

Hadicova spona, W1, Sirka 12 mm, 150-170 00090 0 150-170
Hadicova spona, W1, Sitka 12 mm, 140-160 00089 0 12 140-160
Hadicova spona, W1, sitka 12 mm, 170-190 00092 0 12 170-190
Hadicova spona, W1, Sirka 12 mm, 160-180 00091 0 12 160-180
Hadicova spona, W1, Sifka 12 mm, 180-200 00093 4 12 180-200
Hadicova spona, W1, sitka 9 mm, 8-12 00001 0 9 8-12
Hadicova spona, W1, Sirka 9 mm, 12-20 00003 0 9 12-20
Hadicova spona, W1, sitka 9 mm, 10-16 00002 0 9 10-16
Hadicova spona, W1, sitka 9 mm, 16-25 00004 0 9 16-25
Hadicova spona, W1, Sitka 9 mm, 20-32 00005 214 9 20-32
Hadicova spona, W1, sirka 9 mm, 32-50 00007 0 9 32-50
Hadicova spona, W1, sitka 9 mm, 25-40 00006 0 9 25-40
Hadicova spona, W1, Sirka 9 mm, 40-60 00008 0 9 40-60
Hadicova spona, W1, sitka 9 mm, 50-70 00009 0 9 50-70
Hadicova spona, W1, sitka 9 mm, 60-80 00010 0 9 60-80

A components s.r.o. Maloobchodni prodej
Bohunicka 493/81 Standardizované komponenty mizete objednévat také v nasem e-shopu.
619 00 Brno

Web: www.acomponents.cz Skladové zbozi expedujeme obvykle do 48 hodin od potvrzeni
E-mail: info@acomponents.cz objednavky.
Telefon: 511 188 963




[domponents
[

L]

Hose clip W1 galvanized

Hadicova spona, W1, Sirka 9 mm, 70-90 00011 70-90
Hadicova spona, W1, Sitka 9 mm, 90-110 00013 20 9 90-110
Hadicova spona, W1, sitka 9 mm, 80-100 00012 0 9 80-100
Hadicova spona, W1, Sirka 9 mm, 100-120 00014 13 9 100-120
Hadicova spona, W1, sitka 9 mm, 110-130 00015 0 9 110-130
Hadicova spona, W1, sitka 9 mm, 130-150 00017 0 9 130-150
Hadicova spona, W1, Sirka 9 mm, 120-140 00016 0 9 120-140
Hadicova spona, W1, sSitka 9 mm, 140-160 00018 0 9 140-160
Hadicova spona, W1, sitka 9 mm, 150-170 00019 0 9 150-170
Hadicova spona, W1, Sirka 12 mm, 12-20 00074 0 12 12-20
Hadicova spona, W1, sitka 12 mm, 16-25 00075 0 12 16-25
Hadicova spona, W1, sitka 12 mm, 20-32 00076 0 12 20-32
Hadicova spona, W1, Sirka 12 mm, 25-40 00077 0 12 25-40
Hadicova spona, W1, Sirka 12 mm, 32-50 00078 0 12 32-50
Hadicova spona, W1, sitka 12 mm, 40-60 00079 2 12 40-60
Hadicova spona, W1, Sirka 12 mm, 50-70 00080 0 12 50-70
Hadicova spona, W1, Sirka 12 mm, 60-80 00081 0 12 60-80
Hadicova spona, W1, Sitka 12 mm, 70-90 00082 0 12 70-90
Hadicova spona, W1, sitka 12 mm, 80-100 00083 0 12 80-100
Hadicova spona, W1, Sirka 12 mm, 90-110 00084 0 12 90-110
Hadicova spona, W1, sitka 12 mm, 110-130 00086 0 12 110-130
Hadicova spona, W1, Sirka 12 mm, 100-120 00085 0 12 100-120
Hadicova spona, W1, Sirka 12 mm, 120-140 00087 4 12 120-140
Hadicova spona, W1, Sirka 12 mm, 130-150 00088 4 12 130-150
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