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Silent block screw-thread, Type 2

Silent blocks are standardly made of NR/SBR rubber with a hardness of 70 =5 Shore.
Working temperature range from -20°C to 80°C.

These silent blocks are designed for compressive loads (axial downward loads). They are not intended for tensile or
shear loads (axial upward or radial loads).

In case the product is not in stock in sufficient quantities, its delivery time can be up to 120 days.

Selected variant

Product name Silent block screw-thread, Type 2
Product code 26830

Length L (mm) 35

Screw length H (mm) 32

Diameter D (mm) 60

Diameter d (mm) M12

Variants

Product name Product QTY | Length L Screw length H Diameter D Diameter d
code (mm) (mm) (mm) (mm)
26842 0 30 42 100 M16
26785 0 10 10 10 M4
26849 0 45 42 150 M20
26851 0 55 42 150 M20
26852 0 60 42 150 M20
26787 0 10 10 15 M4
26788 0 15 10 15 M4
26786 0 8 10 15 M4
26791 0 10 15 20 M6

Silent block screw-thread, 26789 0 20 10 15 M4

Type 2
26790 0 8 15 20 M6
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Silent block screw-thread, Type 2

Product name Product QTY | Length L Screw length H Diameter D Diameter d

code (mm) (mm) (mm) (mm)
Silent block screw-thread, 26792 0 15 15 20 M6
Type 2

26795 0 30 15 20 M6
Silent block screw-thread, 26794 0 25 15 20 M6
Type 2

26797 0 10 18 25 M6
Silent block screw-thread, 26793 0 20 15 20 M6
Type 2

26799 29 17 18 25 M6
Silent block screw-thread, 26798 0 15 18 25 M6
Type 2

26801 0 23 18 25 M6
Silent block screw-thread, 26800 18 20 18 25 M6
Type 2

26796 0 8 18 25 M6
Silent block screw-thread, 26802 0 25 18 25 M6
Type 2

26805 0 17 20 30 M8
Silent block screw-thread, 26804 0 15 20 30 M8
Type 2

26808 0 28 20 30 M8
Silent block screw-thread, 26803 0 30 18 25 M6
Type 2

26811 0 35 20 35 M8
Silentblok skrutka-zavit, 26807 8 25 20 30 M8
Typ 2

26814 0 27 20 40 M8
Silent block screw-thread, 26806 0 20 20 30 M8
Type 2

26815 0 28 20 40 M8
Silent block screw-thread, 26809 37 30 20 30 M8
Type 2
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Product name

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2

Silent block screw-thread,
Type 2
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Product

code

26818

26810

26825

26812

26836

26813

26817

26816

26820

26821

26819

26823

26822

26824

26827

26826

26830

26828

Silent block screw-thread, Type 2

Length L
(mm)

25

40

42

20

30

25

40

30

20

25

35

35

30

40

50

45

35

25

Screw length H Diameter D Diameter d
(mm) (mm) (mm)
20 45 M8
20 30 M8
28 50 M10
20 40 M8
37 75 M12
20 40 M8
20 40 M8
20 40 M8
28 50 M10
28 50 M10
20 45 M8
28 50 M10
28 50 M10
28 50 M10
28 50 M10
28 50 M10
32 60 M12
32 60 M12

Maloobchodni prodej
Standardizované komponenty mizete objednévat také v nasem e-shopu.

Skladové zbozi expedujeme obvykle do 48 hodin od potvrzeni
objednavky.
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Silent block screw-thread, Type 2

Product name Product QTY | Length L Screw length H Diameter D Diameter d
code (mm) (mm) (mm) (mm)

Silent block screw-thread, 26829 0 30 32 60 M12

Type 2

Silent block screw-thread, 26832 0 35 37 70 M12

Type 2

Silent block screw-thread, 26833 0 40 37 70 M12

Type 2

Silent block screw-thread, 26831 0 40 32 60 M12

Type 2

Silentblok skrutka-zavit, 26834 50 45 37 70 M12

Typ 2

Silent block screw-thread, 26835 0 25 37 75 M12

Type 2

Silent block screw-thread, 26837 0 40 37 75 M12

Type 2

Silent block screw-thread, 26839 0 50 37 75 M12

Type 2

Silent block screw-thread, 26840 0 55 37 75 M12

Type 2

Silent block screw-thread, 26838 0 45 37 75 M12

Type 2

Silent block screw-thread, 26841 0 70 37 75 M12

Type 2

Silent block screw-thread, 26843 0 40 42 100 M16

Type 2

Silent block screw-thread, 26845 0 55 42 100 M16

Type 2

Silent block screw-thread, 26846 0 60 42 100 M16

Type 2

Silentblok skrutka-zavit, 26844 0 50 42 100 M16

Typ 2

Silent block screw-thread, 26848 0 40 42 125 M16

Type 2

Silent block screw-thread, 26847 0 75 42 100 M16

Type 2
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Silent block screw-thread, Type 2

Product name Product QTY | Length L Screw length H Diameter D Diameter d
code (mm) (mm) (mm) (mm)

Silent block screw-thread, 26850 0 50 42 150 M20

Type 2
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