
- Material: Polyethylene (PE).
- Color: Black.
- Operating temperature: -30°C - +80°C
- Flammability of the material: Complies with UL 94V-HB
- Packed in 10m.
Application: e.g. production of switchboards, electrical appliances, electrotechnical equipment, in electronics, mechanical
engineering, automotive industry, etc.

Variants

Product name Product
code

QTY Tape length W
(mm)

Bundle diameter
(mm)

Diameter D
(mm)

Wall thickness T
(mm)

0 14656 4 4,7 1,5-10 3 0,5

Bundling spirals, PE,
black

14657 0 6,7 4-25 4,5 0,6

Bundling spirals, PE,
black

14658 0 12 6-30 8 0,75

Bundle spirals, PE, black 14659 0 12,3 7,5-30 10 0,8

Bundling spirals, PE,
black

14660 78 15,5 12-35 15 1

Industrial wheel with
steel disc, needle
bearing, gray rubber

14661 97 19,2 15-50 19 1,2

Bundling spirals, PE,
black

14662 0 21,5 20-100 24 1,3
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Maloobchodní prodej
Standardizované komponenty můžete objednávat také v našem e-shopu.

Skladové zboží expedujeme obvykle do 48 hodin od potvrzení
objednávky.


