
Body material: black steel
Ball material: stainless steel
Color: black

Selected variant

Product name Locking screw with spring-loaded pin, for screwdriver, steel

Product code 13953

Diameter D1 (mm) 8,5

Thread D M16

I3 4,5

Length L (mm) 24

N2 95

N1 50

Weight (g) 23

Variants

Product name Product
code

QTY Diameter D1
(mm)

Thread
D

I3 Length L
(mm)

N2 N1 Weight
(g)

Locking screw with spring-
loaded pin, for screwdriver,
steel

07080 0 1,8 M4 1,5 9 16 6 0,1

Locking screw with spring-
loaded pin, for screwdriver,
steel

07081 31 2,4 M5 2 12 17 6 1

Locking screw with spring-
loaded pin, for screwdriver,
steel

07082 0 2,7 M6 2 14 18 7 2

Spring-loaded locking
screw with pin, for
screwdriver, steel

07101 0 4 M8 2 16 35 20 4

Locking screw with spring-
loaded pin, for screwdriver,
steel

13951 10 4,5 M10 2,5 19 45 20 7

Locking screw with spring-loaded pin, for screwdriver, steel
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Product name Product
code

QTY Diameter D1
(mm)

Thread
D

I3 Length L
(mm)

N2 N1 Weight
(g)

Locking screw with spring-
loaded pin, for screwdriver,
steel

13952 0 6 M12 3,5 22 60 25 11

Locking screw with spring-
loaded pin, for screwdriver,
steel

13953 0 8,5 M16 4,5 24 95 50 23

Locking screw with spring-
loaded pin, for screwdriver,
steel

13954 0 10 M20 6,5 30 140 80 39

Aretačná skrutka s čapom
odpružená, na šroubovák,
oceľ

14767 0 12 M24 8 34 180 100 73

Locking screw with spring-loaded pin, for screwdriver, steel
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