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Threaded plugs Type 3, red, PA6

Threaded plugs can be easily installed thanks to the unique design of the plug head using several types of tools
(screwdriver, Phillips screwdriver or hex key). They are used to protect threads and threaded holes.

- Material: PA6
- Color: Red

Selected variant

;
egntronm KR
Diameter D (mm) 39,7
R
BSP (inches) G1l
weightimm
Variants

Product name Product QTY | Height L Diameter D BSP

code (mm) (inches)
Threaded plugs Type 3, 09150 0 8 M8x1 12,5 10 - 6
red, PA6
Type 3 threaded plugs, 11227 0 12 M20x1,5 25,7 13 6
red, PA6
Threaded plugs Type 3, 11228 0 12 M22x1,5 27,7 13 8
red, PA6
Thread plugs Type 3, red, 11234 0 12 26,7 13 G1/2 8
PAG
Threaded plugs Type 3, 11229 0 12 M24x1,5 29,7 13 8
red, PA6
Threaded plugs Type 3, 11230 0 12 M26x1,5 31,7 17 - 8
red, PA6
Threaded plugs Type 3, 11232 4 10 18,7 10 G1/4 6
red, PA6
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Threaded plugs Type 3, red, PA6

Product name Product QTY | Height L Diameter D BSP

code (mm) (mm) (inches)
Threaded plugs Type 3, 11235 0 12 32,7 17 G3/4 8
red, PA6
Threaded plugs Type 3, 11236 0 14 39,7 19 G1 8
red, PA6
Threaded plugs Type 3, 11237 0 14 - 49,7 19 G11/4 10
red, PA6
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