Locking screw with pin, spring-loaded, for screwdriver, steel,
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e Body material: black steel
o Ball material: stainless steel
e Color: black

Increased load.

Selected variant

Locking screw with pin, spring-loaded, for screwdriver, steel, increased force
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Variants

Product name Product QTY Diameter D1 Length L Thread N1
code (mm) (mm) D
Locking screw with spring- 14898 12 25 12 M5 9 1 2
loaded pin, for screwdriver,
steel, increased strength
Locking screw with spring- 14899 2 25 2,7 14 M6 11 2 2
loaded pin, for screwdriver,
steel, increased strength
Locking screw with pin, 14900 8 45 4 16 M8 22 4 2
spring-loaded, for
screwdriver, steel,
increased force
Locking screw with spring- 14901 1 55 4,5 19 M10 22 7 2,5

loaded pin, for screwdriver,
steel, increased strength
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%ompone“ts Locking screw with pin, spring-loaded, for screwdriver, steel,

O increased force

Product name Product QTY Diameter D1 Length L Thread N1
code (mm) (mm) D

Locking screw with spring- 14902 0 95 6 22 M12 36 11 3,5
loaded pin, for screwdriver,
steel, increased strength
Locking screw with spring- 14903 0 110 8,5 24 M16 60 23 4,5
loaded pin, for screwdriver,
steel, increased strength
Locking screw with spring- 30847 0 22 1,8 9 M4 9 0,1 1,5

loaded pin, for screwdriver,
steel, increased strength
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