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e Material: glass-fiber reinforced thermoplastic
e Body material: galvanized steel
e Color: matt black

Version with and without lock nut (parameter m.).

Variants

Product name Product QTY Y 11 Thread Length H Length L
code (mm) D (mm) (mm)

Spring piston long 06974 0 - 5 12 16 21 M10x1 9 22 18 25 5
with handle and

large hexagon,
galvanized steel

Spring piston long 06976 0 - 8 19 25 76 M16x1,5 12 32 28 37 8
with handle and

large hexagon,

galvanized steel

Long spring piston 06975 0 - 6 14 19 35 M12x1,5 10 26 23 29 6
with handle and

large hexagon,

galvanized steel

Long spring piston 06977 0 - 10 22 27 120 M20x1,5 14 32 28 41 10
with handle and

large hexagon,

galvanized steel

Long spring piston 06983 0 7 6 14 19 45 M12x1,5 10 26 23 29 6
with handle and

large hexagon,

galvanized steel

Spring piston long 06982 0 6 5 12 16 28 M10x1 9 22 18 25 5
with handle and

large hexagon,

galvanized steel

Long spring piston 06984 0 8 8 19 25 94 M16x1,5 12 32 28 37 8
with handle and

large hexagon,

galvanized steel
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Product name Product Thread Length H Length L
code mm) (mm) (mm)

Spring piston long 06985 10 22 27 150 M20x1,5 14 32 28
with handle and

large hexagon,

galvanized steel
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