
Robust jaw clamps are used for highly stressed joints or durable hoses. The curved edges of the tape prevent damaged
hoses.
The addition of molybdenum makes the steel resistant to oxygen, even in the weld area. The clamp material is resistant
to all types of hydrochloric, organic and inorganic acids. It is used in places with maximum demands on corrosion
resistance.

Material: chrome-nickel molybdenum steel

Zvolená varianta

Název produktu Hadicová spona Robust, W5, 64-67

Kód 0

Průměr (mm) 64-67

Šířka (mm) 22

Varianty produktu

Název produktu Kód QTY Průměr (mm) Šířka (mm)

Hadicová spona Robust, W5, 17-19 00281 0 17-19 18

Hadicová spona Robust, W5, 20-22 00282 0 20-22 18

Hadicová spona Robust, W5, 26-28 00284 0 26-28 18

Hadicová spona Robust, W5, 23-25 00283 0 23-25 18

Hadicová spona Robust, W5, 32-35 00286 0 32-35 20

Hadicová spona Robust, W5, 29-31 00285 0 29-31 20

Hadicová spona Robust, W5, 36-39 00287 0 36-39 20

Hadicová spona Robust, W5, 40-43 00288 0 40-43 20

Hadicová spona Robust, W5, 44-47 00289 0 44-47 22

Hadicová spona Robust, W5, 48-51 00290 0 48-51 22

Hadicová spona Robust, W5, 56-59 00292 0 56-59 22

Hadicová spona Robust, W5, 52-55 00291 0 52-55 22

Hadicová spona Robust, W5, 64-67 00294 0 64-67 22

Hadicová spona Robust, W5, 60-63 00293 0 60-63 22

Hose clamp Robust W5
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Název produktu Kód QTY Průměr (mm) Šířka (mm)

Hadicová spona Robust, W5, 68-73 00295 0 68-73 24

Hadicová spona Robust, W5, 74-79 00296 0 74-79 24

Hadicová spona Robust, W5, 86-91 00298 0 86-91 24

Hadicová spona Robust, W5, 80-85 00297 0 80-85 24

Hadicová spona Robust, W5, 92-97 00299 0 92-97 24

Hadicová spona Robust, W5, 98-103 00300 0 98-103 24

Hadicová spona Robust, W5, 104-112 00301 0 104-112 24

Hadicová spona Robust, W5, 113-121 00302 0 113-121 24

Hadicová spona Robust, W5, 122-130 00303 0 122-130 24

Hadicová spona Robust, W5, 131-139 00304 0 131-139 26

Hadicová spona Robust, W5, 149-161 00306 0 149-161 26

Hadicová spona Robust, W5, 140-148 00305 0 140-148 26

Hadicová spona Robust, W5, 175-187 00308 0 175-187 26

Hadicová spona Robust, W5, 162-174 00307 10 162-174 26

Hadicová spona Robust, W5, 188-200 00309 0 188-200 26

Hadicová spona Robust, W5, 201-213 00310 0 201-213 26

Hadicová spona Robust, W5, 214-226 00311 0 214-226 26

Hadicová spona Robust, W5, 227-239 00312 0 227-239 26

Hadicová spona Robust, W5, 253-265 00314 0 253-265 26

Hadicová spona Robust, W5, 240-252 00313 0 240-252 26

Hadicová spona Robust, W5, 279-291 00316 0 279-291 26

Hadicová spona Robust, W5, 266-278 00315 0 266-278 26

Hadicová spona Robust, W5, 294-304 00317 0 294-304 26

Hose clamp Robust W5
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