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Protective spirals for hydraulic hoses -10°C/+70°C, PVC

e Material: PVC, extrusion into a spiral

e Color: Black

e Temperature range of use: -10 °C/+70 °C

e The spiral is self-extinguishing according to the UL-94 standard
e Meets the conditions of the V-0 classification

The price is for 1 meter.

It is possible that the required quantity will not be in stock. In this case, we will contact you.

Selected variant

Product name Protective spirals for hydraulic hoses -10°C/+70°C, PVC
Product code 0
Outer diameter D (mm) 12

Inner diameter D (mm) 8

Variants
Protective spirals for hydraulic hoses 26458 0 16 12

-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26457 0 12 8
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26460 39 25 20
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26461 0 29 24
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26459 0 20 16
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26465 19 50 44
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26464 0 40 35
-10°C/+70°C, PVC
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Product code Outer diameter D (mm) Inner diameter D (mm)

Protective spirals for hydraulic hoses 26462
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses -10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26463 1 35 30
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26468 0 110 100
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26456 0 63 56
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26466 0 75 67
-10°C/+70°C, PVC

Protective spirals for hydraulic hoses 26467 0 90 80
-10°C/+70°C, PVC
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