
The all-stainless steel hose clamp is designed for highly corrosive environments. The hose clamps also have a zinc-
coated stainless steel screw. Zinc serves as a lubricant, without it the clips tighten very slowly.

Material: chrome-nickel steel
Destruction torque: 5.5 Nm from a diameter of 20-32 mm

Zvolená varianta

Název produktu Hadicová spona, W4, šířka 12 mm, 100-120

Kód 0

Šířka (mm) 12

Průměr (mm) 100-120

Varianty produktu

Název produktu Kód QTY Šířka (mm) Průměr (mm)

Hadicová spona, W4, šířka 12 mm, 12-20 00114 0 12 12-20

Hadicová spona, W4, šířka 12 mm, 16-25 00115 0 12 16-25

Hadicová spona, W4, šířka 12 mm, 25-40 00117 0 12 25-40

Hadicová spona, W4, šířka 12 mm, 20-32 00116 7 12 20-32

Hadicová spona, W4, šířka 12 mm, 40-60 00119 8 12 40-60

Hadicová spona, W4, šířka 12 mm, 32-50 00118 0 12 32-50

Hadicová spona, W4, šířka 12 mm, 60-80 00121 0 12 60-80

Hadicová spona, W4, šířka 12 mm, 50-70 00120 0 12 50-70

Hadicová spona, W4, šířka 12 mm, 70-90 00122 0 12 70-90

Hadicová spona, W4, šířka 12 mm, 80-100 00123 6 12 80-100

Hadicová spona, W4, šířka 12 mm, 90-110 00124 0 12 90-110

Hadicová spona, W4, šířka 12 mm, 100-120 00125 0 12 100-120

Hadicová spona, W4, šířka 12 mm, 120-140 00127 0 12 120-140

Hadicová spona, W4, šířka 12 mm, 110-130 00126 0 12 110-130

Hadicová spona, W4, šířka 12 mm, 140-160 00129 6 12 140-160

Hose clamp W4 - all stainless steel
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Název produktu Kód QTY Šířka (mm) Průměr (mm)

Hadicová spona, W4, šířka 12 mm, 130-150 00128 0 12 130-150

Hadicová spona, W4, šířka 12 mm, 150-170 00130 0 12 150-170

Hadicová spona, W4, šířka 12 mm, 160-180 00131 0 12 160-180

Hadicová spona, W4, šířka 12 mm, 170-190 00132 0 12 170-190

Hadicová spona, W4, šířka 12 mm, 180-200 00133 0 12 180-200

Hadicová spona, W4, šířka 9 mm, 8-12 00038 0 9 8-12

Hadicová spona, W4, šířka 9 mm, 10-16 00039 44 9 10-16

Hadicová spona, W4, šířka 9 mm, 12-20 00040 47 9 12-20

Hadicová spona, W4, šířka 9 mm, 16-25 00041 0 9 16-25

Hadicová spona, W4, šířka 9 mm, 25-40 00043 20 9 25-40

Hadicová spona, W4, šířka 9 mm, 20-32 00042 296 9 20-32

Hadicová spona, W4, šířka 9 mm, 40-60 00045 0 9 40-60

Hadicová spona, W4, šířka 9 mm, 32-50 00044 35 9 32-50

Hadicová spona, W4, šířka 9 mm, 50-70 00046 0 9 50-70

Hadicová spona, W4, šířka 9 mm, 60-80 00047 0 9 60-80

Hadicová spona, W4, šířka 9 mm, 70-90 00048 14 9 70-90

Hadicová spona, W4, šířka 9 mm, 80-100 00049 0 9 80-100

Hadicová spona, W4, šířka 9 mm, 100-120 00051 0 9 100-120

Hadicová spona, W4, šířka 9 mm, 90-110 00050 0 9 90-110

Hadicová spona, W4, šířka 9 mm, 120-140 00053 0 9 120-140

Hadicová spona, W4, šířka 9 mm, 110-130 00052 0 9 110-130

Hadicová spona, W4, šířka 9 mm, 130-150 00054 0 9 130-150

Hadicová spona, W4, šířka 9 mm, 140-160 00055 0 9 140-150

Hose clamp W4 - all stainless steel
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